Security Tech Germany

SAFETY ALUMINUM

f2 SERIES

Light and Secure Specifications

ABUS lightweight aluminum 72 Series 51,," diameter
safety padlocks provide a simple
and secure solution for lockout/
tagout applications. This innovative,
lightweight and vibrant padlock
meets OSHA lockout regulations and
is well suited for harsh industrial
environments.
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Key Features

W Lightweight, anodized aluminum lock body offers
superior chemical and corrosion resistance and is ideal

for laser engraving < 1% > <17 e
. 72130, 72/40HBLO,
B NANO PROTECT™-coated hardened steel shackle provides 7230CAB HB75. HB100

superior corrosion resistance and is available in multiple
shackle heights

B Meets OSHA lockout/tagout guidelines

M Available keyed-different, keyed-alike or master-keyed

W 72/30CAB features a highly flexible cable in two sizes for
multi-purpose security solutions. Cable allows twisting
in tight areas

Shackle  Pins in Key Shackle Case Pk

Height  Cylinder Options Material Oty
72130 16" 5 KA, KD, MK, GMK Steel 6
72/30CAB L" 5 KA, KD, MK, GMK Cable 6
72/30CAB 8" 5 KA, KD, MK, GMK Cable 6
72140 16" 6 KA, KD, MK, GMK Steel 6
72/4L0HBLO 1%6" 6 KA, KD, MK, GMK Steel 6
T2/LOHBT5 3" 6 KA, KD, MK, GMK Steel 6
72/40HB100 4" 6 KA, KD, MK, GMK Steel 6
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