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Solid 
Lightweight 
Aluminum  
The TITALIUM™ 83AL/40 Series are 
ideal for corrosive environments 
and are available in fifteen 
different door key way profiles. 
These padlocks have the patented 

shackle change feature along with an ABUS patented 
Z-bar, allowing the user to change shackles and convert 
from key-retaining to non-key-retaining within seconds.

Key Features
	Solid lock body made of TITALIUM™ aluminum alloy 

	Shackle made of hardened steel with NANO PROTECT™ 
coating for extra corrosion resistance

	Patented "Z-bar" converts key-retaining to non-key-
retaining and vice versa within seconds

	Patented "Pinning Window" for simple rekeying

	Can be keyed into many popular keyways

	Shackle can be changed in seconds

800.352.ABUS
abus.com

Specifications

Model Shackle 
Height

Body 
Width

Pins in 
Cylinder

Body 
Material

Shackle Material

83AL/40 1, 1½, 3, 4" 1 ½" 5-6 Aluminum NANO PROTECT™ Steel

83AL/45 1, 2, 3, 4, 6" 1 ¾" 5-6 Aluminum NANO PROTECT™ Steel

83AL-IC/40 1, 1½, 3, 4" 1 ½" 5-6 Aluminum NANO PROTECT™ Steel
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