
B R A S S

85  S E R I E S
Solid Brass  
The Brass 85 Series come with a 
precision anti-pick cylinder making 
them the most difficult standard 
cylinders to pick on the market. 
The hardened steel shackle is triple 
plated for better weatherability 
and cutting resistance. 

Key Features
	Body made from solid brass 

	Shackle made from hardened steel with NANO 
PROTECT™ plating

	Inner components made from non-corrosive high 
qualit y material

	Precision pin c ylinder with mushroom pins

	Paracentric keyway for increased protection against 
manipulation

	Automatic locking: locking without key by pushing 
down the shackle
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Specifications

Model Shackle 
Height

Body 
Width

Pins in 
Cylinder

Key 
Options

Body 
Material

Shackle Material

85/40 57/64" 1 37/64" 5 KD, KA, MK Solid Brass NANO PROTECT™ Steel

85/40HB63 2 31/64" 1 37/64" 5 KD, KA, MK Solid Brass NANO PROTECT™ Steel

85/50HB80 3 5/32" 1 31/32" 5 KD, KA, MK Solid Brass NANO PROTECT™ Steel
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VALIDATED
• ABUS HARDWARE LIMITED  
 FACILITY HAS ACHIEVED   
 VIRTUALLY ZERO WASTE TO  
 LANDFILL OPERATIONS IN   
 2012 - 98% LANDFILL   
 DIVERSION RATE
• 72 AND 74 SERIES PADLOCKS  
 CONTAIN AN AVERAGE OF  
 73% RECYCLED CONTENT 
 UL.COM/ECV


